The effect of Cl\(^-\), PO\(_4\)^{3-}, and SiO\(_3\)^{2-} on the adsorption of As(V) and As(III) on bauxite in water

Wensheng Zhang, Pritam Singh, Touma B. Issa*

School of Engineering and Information Technology, Murdoch University, WESTERN AUSTRALIA 6150
*Corresponding Author: e-mail: t.issa@murdoch.edu.au, Tel: +61 8 9360 2840, Fax: +61 8 9310 1711

Abstract

The adsorption performance of bauxite for the removal of As(V) and As(III) from contaminated water was investigated. The effect of initial pH, contact time, and the presence of silicate, phosphate and chloride, at concentrations typically found in the ground drinking water in India/Bangladesh, were investigated. As(V) is adsorbed at a rapid initial rate (>96% adsorption within 1 minute) followed by a slow process, reaching a steady state within 6 hours. In comparison the adsorption of As(III) is slow, only 40% is adsorbed within the first minute that gradually rises to 85% in 6 hours. The presence of chloride has insignificant effect on both As(III) and As(V) adsorption. Silicate and phosphate both significantly affect adsorption of both the arsenic ions. Phosphate affects adsorption more strongly than silicate and their effect on As(III) is higher than As(V). When silicate and phosphate are present together, the adsorption of As(V) is almost the same as for the individual ions. However, the As(III) adsorption is significantly affected. The adsorption is 61% as compared to 73% for silicate and 71% for phosphate when individually present. While chloride alone has insignificant effect on the adsorption of the arsenic ions, it has some influence when present together with silicate or phosphate. Chloride + Phosphate combination increases As(V) adsorption by 3% and As(III) by 8%. Chloride + Silicate combination increases As(V) adsorption by 9% but decreases As(III) by almost the same percentage. As compared to the influence of silicate + phosphate, the combination of the three ions together, lowers the As(V) adsorption by 4% and increases As(III) by 4%.

Keywords: Arsenic removal; Bauxite; Coexisting ions; Adsorption

DOI: http://dx.doi.org/10.4314/ijest.v7i4.4

1. Introduction

Arsenic contamination in water and soil is a worldwide problem (Hingston et al., 2001; Ghosh et al., 2011; Abid et al., 2013). In aqueous media, arsenic exists as arsenate (As(V)) in the form of H\(_2\)AsO\(_4\) (pK\(_{a1}\) = 2.20, pK\(_{a2}\) = 6.97 and pK\(_{a3}\) = 11.53), and arsenite (As(III)) in the form of H\(_3\)AsO\(_3\) (pK\(_{a1}\) = 9.22, pK\(_{a2}\) = 12.13 and pK\(_{a3}\) = 13.40) (Cornelis, 2005). One of the most common methods for arsenic removal from water is chemical precipitation. However, a fine or amorphous precipitate is difficult to filter. Removal of arsenic by adsorption on a suitable adsorbent is another commonly used method. This method offers several advantages (Mohan and Pittman, 2007). The solid adsorbents can be packed into a column or form a filtration bed to allow contaminated water to pass through. This avoids an extra filtration step and allows reuse of the adsorbent after regeneration (Vagliasindi and Benjamin, 1997; Yuan and Luo, 2001; Yuan et al., 2002). A number of synthetic solid adsorbent materials have been reported, which include pre-formed iron oxides, sand coated with iron oxides, or a polymeric material (polystyrene) (Subramanian et al., 1996; Vagliasindi et al., 1996; Vagliasindi and Benjamin, 1997; Yuan et al., 2002). The use of polymer adsorbents is expensive because of the cost of their manufacture. Natural iron ores containing high iron oxide mineral content have been shown to be promising adsorbents for arsenic (Zhang et al., 2004). Bauxite is another potentially attractive solid adsorbent for removal of arsenic from contaminated water. It is an abundantly available material. The main active components of bauxite ore are iron and aluminium oxide minerals. There are few documented studies on its use as an arsenic adsorptive medium (Baral et al.,...
2.2 Experimental procedure: For each experiment, stock solutions of As(V) were prepared by dissolving Na$_2$HAsO$_4$·7H$_2$O in Milli-Q water. Stock solutions of As(III) were prepared by dissolving As$_2$O$_3$ in Milli-Q water. All the arsenic solutions, particularly As(III), were prepared immediately prior to being used. This was to avoid any oxidation of As(III) which is known to be a slow process (Summer, 1999). 250 mL conical flasks were used as reactors for the adsorption experiments. For each experiment, unless otherwise stated, 2 g of bauxite (20 g/L) was charged into 100 mL of a solution containing 0.5 mg/L As(V). The same procedure and concentrations were used for experiments involving As(III) as well. Solution pH was manually adjusted to desired values with dilute HCl or NaOH before placing the flasks on a shaking table. HCl was selected to adjust the solution pH in all experiments even though it would introduce Cl$^-$ into the solutions. The intention was to avoid introduction of another anion to the solutions by using some other acid. The amount of HCl used to adjust the pH was insignificant and as it will be shown later, chloride had negligible effect on adsorption of the arsenic species investigated in this study. The reaction flasks were capped tightly and immersed in a temperature-controlled water bath (25°C) and then shaken for the required time at a rate of 120±10 cycle/min with a mechanical shaker (Julabo-SW-20C). Samples were taken at regular intervals and centrifuged at 2500 rpm for 30 minutes, followed by filtration through 0.45 μm membrane filters before sending for analyses of total As, Cl$^-$, Si, and P by ICP (VISTA Simultaneous ICP–AES spectrometer, Varian). Standard hydride generation (HG) followed by ICP detection method was used for speciation of As(III) and As(V) in the solution sample (Woodward, 2001).

3. Results and discussion

3.1 Effect of contact time: Figure 1 shows the effect of contact time on arsenic adsorption. For As(V) the amount of residual arsenic in water initially decreased rapidly. About 96% of the initial 0.5 mg/L As(V) was removed within 1 minute (Figure 1), after that As(V) concentration decreased very slowly to below detectable limits (0.01 mg/L) in approximately 180 minutes. Thus, the adsorption kinetics for As(V) was very fast. In comparison, the kinetics for As(III) adsorption was initially fast but then dropped gradually. About 40% of the initial 0.5 mg/L As(III) was removed within 1 minute then gradually increased to 85% in approximately 360 minutes. Thus, bauxite is much less effective in removing As(III) than As(V).
3.2 Effect of pH: Figure 2 shows the effect of solution pH on As(III) and As(V) adsorption on bauxite. The As(V) removal goes through a maximum in the pH range 5−6. This is not unexpected because at low pH, the iron and aluminium oxides and hydroxides, which are the active components in bauxite for adsorption, undergo partial dissolution, thereby decreasing adsorption sites. At high pH, decrease in As(V) adsorption occurs because OH\(^{-}\) ions compete for adsorption sites on the surface of bauxite. Furthermore the bauxite tends to dissolve via formation of soluble aluminium species at pH higher than 9 (Takeno, 2005). The As(III) adsorption reaches maximum at pH 7.5−8. In comparison to As(V), As(III) adsorption on bauxite was lower and varied with pH in a different manner (Figure 2).

![Figure 1. Effect of contact time on arsenic adsorption (temp.=25ºC, initial 0.5 mg/L As(V) or As(III), adsorbent dosage =20g/L).](image1)

![Figure 2. Effect of pH on the adsorption of As(III) and As(V) by bauxite with initial 0.5 mg/L As(V) or As(III).](image2)

It is likely that As(V), being a charged species in the range pH 2−9, and hence is easily adsorbed. On the other hand, As(III) is present as neutral arsenous acid in the pH range 2−9 (Takeno, 2005). Hence it is only weakly adsorbed. At pH higher than 9, the adsorption is limited by the tendency of bauxite to dissolve forming soluble iron and aluminium species.

3.3 Effect of chloride: The results of co-presence of chloride in solution on the adsorption of As(V) and As(III) on bauxite are compared in figure 3. As can be seen from the results chloride had negligible effect on As(V) removal. Its residual concentration in solution remains almost zero at all the investigated concentrations of chloride. On the other hand the residual As(III) concentration increased marginally from 70 µg/L to 77 µg/L when chloride was present up to around 50 mg/L. Beyond this the change was negligible. All the added chloride remained in the solution suggesting that adsorption of chloride on bauxite was negligible. It is therefore concluded that chloride has no noticeable effect on the adsorption of As(V), but small effect on As(III). This result is in accordance with literature (Cheng et al., 2015).
Figure 3. Effect of chloride on the adsorption of As(III) and As(V) by bauxite (temp.=25°C, initial As(V) 0.5 mg/L, pH=6, initial As(III) 0.5 mg/L, pH=7, adsorbent dosage =20g/L).

3.4 Effect of silicate: The effect of added silicate up to 100 mg/L was investigated in view of its naturally occurring concentration in ground drinking water of India/Bangladesh (Khoe et al., 1999). The results are shown in figure 4 which show that silicate affects adsorption of both As(V) and As(III) quite significantly. As the concentration of silicate is increased, the residual As(V) concentration increases rapidly from zero to 33µg/L up to 10mg/L of added silicate, then it increases gradually to 50µg/L at 100mg/L of added silicate. This means that in the presence of silicate the adsorption of As(V) drops by almost 7% when added silicate concentration in solution is 10mg/L or above. In contrast, the presence of silicate affects the adsorption of As(III) much more strongly. The residual concentration of As(III) increases rapidly from 70 µg/L to 118 µg/L when 10mg/L of silicate is added to the solution. Then it increases gradually to 142 µg/L at 100mg/L of silicate. This means that the adsorption of As(III) drops from 86% to 72% (14% drop) at concentrations of added silicate >10mg/L. These results are in general agreement with the findings of others that the presence of silicate in water reduces the effectiveness of arsenic removal by adsorption on other adsorbents such as ferrihydrite (Meng et al., 2000; Singh et al., 2005), iron ores (Zhang et al., 2004) and magnetic iron oxide (Cheng et al., 2015).

Figure 4. Effect of silicate on the adsorption of As(III) and As(V) by bauxite (temp.=25°C, initial As(V) 0.5 mg/L, pH=6, initial As(III) 0.5 mg/L, pH=7, adsorbent dosage =20g/L).

3.5 Effect of phosphate: The effect of presence of phosphate on the arsenic adsorption on bauxite was investigated under the same conditions as for silicate. As phosphate is added to the solution, the residual concentration of As(V) in solutions increases moderately. As can be seen from the results in figure 5, the addition of up to 5mg/L of phosphate results in the residual As(V) concentration change from almost zero to 15µg/L, meaning that only 3% of the adsorbed As(V) is released into the solution, that is 97% of the As(V) remains adsorbed. At added phosphate concentrations > 5mg/L the residual As(V) concentration gradually increases to 65µg/L. This indicates that with 10mg/L of added phosphate, 87% of the available As(V) remains adsorbed. This is in contrast to 93% which remained adsorbed in case of silicate under similar conditions. Thus phosphate affects the arsenic adsorption more than silicate.
Figure 5. Effect of phosphate on the adsorption of As(III) and As(V) by bauxite (temp.=25ºC, initial As(V) 0.5 mg/L, pH=6, initial As(III) 0.5 mg/L, pH=7, adsorbent dosage =20g/L).

Figure 5 also shows the effect of added phosphate on As(III) adsorption. With the increase of phosphate from zero to 10mg/L the residual As(III) concentration increases linearly from 70µg/L to 190µg/L. This indicates that the adsorption of As(III) decreases progressively from 86% to 62%, representing 24% drop when 10 mg/L of phosphate are added to the solution. This is in contrast to the drop of 14% observed for silicate noted in section 3.4. This result is consistent with that reported by Cheng et al (Cheng et al., 2015). Phosphate is known to be strongly adsorbed on bauxite (Kamiyango et al., 2013). Thus, phosphate competes with arsenic species for the adsorption sites on bauxite.

3.6. Effect of chloride, silicate, and phosphate combination: Since chloride, silicate, and phosphate are present together in groundwater, it is important to investigate the combined effect of these ions on arsenic adsorption at concentrations simulating those actually found in ground water (Khoe et al., 1999). The results of the investigation are shown in Table 1.

Table 1 Comparison of arsenic adsorption from water containing various combinations of the interfering ions. (As(V)=As(III)=0.5 mg/L, silicate=50 mg/L, phosphate=5 mg/L, chloride=180 mg/L, bauxite= 20 g/L, pH =7)

<table>
<thead>
<tr>
<th>Combinations</th>
<th>% As(V) ads.</th>
<th>% As(III) ads.</th>
</tr>
</thead>
<tbody>
<tr>
<td>No interfering ions</td>
<td>100</td>
<td>85</td>
</tr>
<tr>
<td>Chloride</td>
<td>100</td>
<td>84</td>
</tr>
<tr>
<td>Silicate</td>
<td>91</td>
<td>73</td>
</tr>
<tr>
<td>Phosphate</td>
<td>97</td>
<td>71</td>
</tr>
<tr>
<td>Silicate + Chloride</td>
<td>100</td>
<td>64</td>
</tr>
<tr>
<td>Phosphate + Chloride</td>
<td>100</td>
<td>79</td>
</tr>
<tr>
<td>Silicate + Phosphate</td>
<td>93</td>
<td>61</td>
</tr>
<tr>
<td>Silicate + Phosphate + Chloride</td>
<td>89</td>
<td>65</td>
</tr>
</tbody>
</table>

93% of As(V) is adsorbed when silicate and phosphate are present together. This is almost an average of the individual effects of these ions, 97% and 91% respectively for phosphate and silicate when present alone. The adsorption of As(III) is 61% when silicate and phosphate are present together as compared to 73% for silicate and 71% for phosphate when they are present alone. Thus, about 10% less As(III) is adsorbed when both the ions are present together. When chloride is present with either phosphate or silicate or silicate + phosphate combination, it displays a noticeable effect on both the arsenic ions adsorption. Chloride + phosphate combination increases As(V) adsorption by 3% and As(III) by 8%. Chloride + silicate combination increases As(V) adsorption by 9% and decreasing As(III) by the As(V) adsorption increased by 9%, and that of As(III) decreased by almost the same percentage. When chloride is combined with phosphate and silicate present together the As(V) adsorption decreases from 93% to 89%, a reduction of 4%. Whereas the A(III) adsorption increases from 61% to 65% ie an increase of 4%.

4. Conclusions

The removal of As(III) and As(V) from water by adsorption on bauxite under various conditions is investigated. The effect of co-presence of chloride, silicate and phosphate on adsorption of the two arsenic ions has also been examined. It is found that an adsorption maximum for As(V) occurs in the pH range 5-6 and that for As(III) in the range 7.5-8. The adsorption kinetics of both
the arsenic ions is initially fast. About 96% of As(V) is removed within the first minute and then slowly increases to 100% in 180 minutes of contact time. Only 40% of As(III) is removed within the first minute which gradually changes to 85% in 360 minutes. Thus bauxite is a much better adsorbent for As(V) than for As(III). The presence of chloride alone has almost no effect on the adsorption of both the arsenic ions. The presence of each of phosphate and silicate ion individually decreases adsorption of both the arsenic ions. The effect is dependent on the concentration of the added ions. In the co-presence of 10mg/L silicate, As(V) adsorption drops by almost 7% and As(III) by 14%. In the presence of chloride, silicate and phosphate at concentrations which simulate their concentrations in the ground drinking water in India/Bangladesh, it is found that while chloride alone has insignificant effect on the adsorption of the arsenic ions, it does have some influence when present together with silicate and phosphate. Chloride + Phosphate combination increases As(V) adsorption by 3% and As(III) by 8%. Chloride + Silicate combination increases As(V) adsorption by 9% but decreases As(III) by almost the same percentage. When the three ions are present together, As(V) adsorption decreases by 11% and As(III) by 20%.

Acknowledgement

This study is funded by AusAID under the AusAID Australian Arsenic Mitigation Program (CONTRACT: 9779). The authors would like to acknowledge Dr. Dion Giles for his assistance and suggestions for improvements of the manuscript.

References


Biographical notes

Wensheng Zhang holds Ph.D. from Murdoch University, Western Australia. He is a Research Team Leader and Project Leader in Solvent Extraction and Metal Separation Technology at CSIRO Process Science and Engineering. His research interests include: Solvent extraction (SX) technology in metal separation, Ion exchange (IX) technology for metal separation and recovery from solutions and slurries, Precipitation technology, Waste management technology, Gold and silver hydrometallurgy.

Pritam Singh holds Ph.D. from Murdoch University, Western Australia. He is an Emeritus Professor at Murdoch University. His research interests include: General Electrochemistry, Corrosion, Metal Electrodeposition, Electrometallurgy, Zinc-bromine Battery, Lead-acid and Lithium Batteries, Arsenic Remediation from Ground Drinking Water and Mineral Wastes.

Touma B. Issa holds Ph.D. from Murdoch University, Western Australia. He is an Adjunct Research Associate at Murdoch University. His research interests include: Analytical Chemistry particularly relating to atmospheric pollution and determination of inorganic phosphate, Electrochemistry as applied to batteries, Material modification, Waste water purification and remediation of ground drinking water.

Received November 2014
Accepted April 2015
Final acceptance in revised form December 2015